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Date: 

Type:

Project:

MILL POST TOP 

Introducing our refined post top with a rustic touch! This 
luminaire features a stylish hood and reflector supported by 
graceful arms. The downward light emission creates a cozy 
ambiance, perfect for enhancing natural surroundings. With a 
generous 20-inch square hood, it’s a stunning addition to any 
outdoor space. For wall-mounted or bollard versions, reach out 
to Solera. Illuminate your world with this contemporary bollard!

Construction: Explore our expertly crafted post top, fashioned 
from durable aluminum extrusion. This design seamlessly blends 
resilience with an attention-grabbing aesthetic, making it an 
ideal choice for enhancing any outdoor space.

Mounting: post top slips over 3” or 4” round or square pole. 
Contact factory for the pier mount option.

Lens: Discover pristine vision with our clear lens. 

Lamp: High power LEDs with 50,000 hrs. rated lamp life L70% 
lumen maintenance 3000K, 3500K, 4000K, 5000K color 
temperature CRI 80

Light distribution: Type V, Type IV, Type III, Type II

Driver: 60Hz, 120-277V / 347V/ 480V electronic LED driver, 
thermally protected with low THD. 6kV native surge protection 
and 4kV EFT with ambient operating temperature -40°C to 
55°C.

Options: Button photocell, 0-10V 10% dimming,

Finish: black, white, silver grey, bronze, custom color available 
upon request

Listing: complies with CSA & UL standards; label for outdoor 
location

Warranty: 5-year limited warranty

MILL:

NOTE: Available in pier mount version.
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Name Light Engine 
(maximum)

Color 
Temperature Electrical Mounting Lens Light 

Pattern Options Finish

MILL 60W LED 3000K UNV PT3 CL TY5 DM BL

3500K 347V PT4 PG TY4 PC BZ

4000K 480V PT4-SQ TY3 WH

custom wattage available
5000K PT5-SQ TY2 SG

CC

Notes:
▪ 3000K – 152 lm/w

▪ 3500K – 157 lm/w

▪ 4000K – 160 lm/w

▪ 5000K – 160 lm/w

▪ UNV – Universal voltage (120-277V)

▪ 347V –347 volts

▪ 480V –480 volts

▪ PT3 – Post top slips over 3” pole

▪ PT4 – Post top slips over 4” pole

▪ PT4-SQ – Post top slips over 4” square pole

▪ PT5-SQ – Post top slips over 5” square pole

▪ CL – Clear lens (std)

▪ PG – Prismatic lens, K12

▪ TY5 – Type V light distribution (std)

▪ TY4 – Type IV light distribution 

▪ TY3 – Type III light distribution 

▪ TY2 – Type II light distribution

▪ DM- 0-10V 10% Dimming

▪ PC – voltage specific button photocell

▪ BL – Minitex black

▪ BZ – Minitex bronze

▪ WH – Minitex white

▪ SG – Minitex silver gray

▪ CC – Custom color (confirm RAL No. prior to production)
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